IG Series
LED PARKING STRUCTURE LUMINAIRE

Lighting that succeeds
on every level.
From every angle.

Better lighting starts here.
Parking Structure lighting is critical for welcoming visitors into the garage and
providing a positive experience to make a great first impression...every time.

Whether for new construction or retrofits, the IG Series offers proven performance
and reliability – DLC Premium energy efficiency and savings with multiple lumen
packages and control options.
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Reset your expectations.
Forever changing the way you’ll see parking garage lighting.

The IG Series has been referred to as the chandelier of parking garage
lighting. Find out what makes this complete lighting and lighting control
solution in a class all its own.
Ensure superior low-glare illumination, prevent a cave-like effect, and defeat
shadows with Wavemax Technology® — a combination of our optical waveguide
platform, uplight, and decreased LED source luminance.
Engineered for ultra-reliability, the IG Series blends form with function
to deliver minimal footprint, minimal maintenance and maximum impact.
Elevate traditional parking garages to the 21st-century with high color
rendering, options for color temperature, and intelligent wireless control.
Leverage lighting efficiencies and capture the benefits of the IG Series with
a range of lumen levels, input power, lighting control ability and monitoring.
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Finding a spot, an exit
or your car:
It’s easy with the IG Series.

The IG Series offers a standard 80 CRI for precise color rendering. When it
comes to driver safety and pedestrian security, it only makes sense to have the
ability to see directional signage, color-coded zones, and security camera footage
more clearly. Low-glare illumination with unmatched uniformity allows for
excellent visibility at each level of the parking garage.
LED lighting can adjust to ambient light and occupancy with no strike

The IG Series is designed with visual comfort

time and no shortened useful life, allowing your IG Series luminaires to

in mind. The results provide dramatically

act as dynamic contributors to efficiency and safety.

better light and reduced glare for enhanced

Combat darker reflectance areas. The IG Series casts 6% uplight to

customer experience, and an optically cleaner,

counter the “cave effect” and provides up to twice the vertical illumination

safer garage.

recommended in IES RP-8-18.
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Lighting that cares for the driver and pedestrian: No straining
to detect parking lines. No squinting at parking signs.
No struggling to see in front of the wheel. Navigate safely.
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Go Ahead and Stare!
Appealing design that delivers light with precision.
Nothing less than a revolution, WaveMax® Technology represents a breakthrough
in the execution of waveguide technology that challenges industry-standard
assumptions of how light is delivered. Advancements in optical efficiency
and dispersion reduces hot spots and glare for unmatched visual comfort and
exceptional illumination in a low-profile housing for a clean, purposeful look.

The IG ™ LED luminaire's streamlined form and luminous surface is such a pleasing departure
from dated traditional designs. Yet its durable construction and ultra-reliable engineering
make it an ideal candidate for the most challenging parking structure environments —
truly a blend of beauty, brain and brawn.

DiamondFacet™ optical
elements within the
optical waveguide platform
extracts and delivers light
with exceptional control,
uniformity and efficiency.
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Better efficiency.
Bigger savings.
For payback in just over a year.*
At 126 LPW, the IG Series delivers extreme energy savings and
dramatically reduced glare. Compared to 175-watt metal halide
solutions, the IG Series provides over 80% energy savings. And,
benchmarked against other popular LED parking garage luminaires,
the IG Series is 30% more energy-efficient.

The IG Series luminaire is DLC Premium certified for the highest
tier of utility rebate eligibility.
Low energy usage combined with maintenance-free performance
means savings add up fast.
Once installed, the IG Series’ extreme reliability, long life and
energy-saving design provide a low cost of ownership that optional
wireless controls lower even further.

*Running 24/7 at the national average of $0.11 per kWh.
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Smart enough for your board room.
Built for your parking deck.
Limelight by Lutron offers smart-fixture data
that meets your needs.
Simple system design – Just count the number of outdoor fixtures.
Single gateway control – Control up to 800 luminaires with no repeaters necessary.
A cellular gateway option requires no connection to the building network and eliminates
the need for ethernet drops.
Scheduling – Adjust light levels for predictable events. Use time-of-day, occupancy,
and/or daylighting functionality: e.g., disable occupancy sensors during work hours,
enable for after-hours.
Intelligent fixture groupings – Program entire floor or area to turn on when an occupant
enters from a stairwell or elevator; have all lighting in the garage turn on in response to
an entering vehicle.
Reactive events – Adjust light levels based on daylight and/or occupancy sensor data,
and save energy while ensuring adequate illumination.
Safety feature – Include grouped occupancy setting, custom unoccupied lighting level to
accommodate security cameras, and immediate email alerts in response to fixture issues.
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When things tend to get
complicated, we've made sure
they stay simple.
Certified Synapse® SimplySNAP wireless controls
provide fully-connected control at your fingertips.

Until now, applying control schemes within parking structures has been difficult

Synapse® SimplySNAP
Controller

and expensive. Traditional wired controls involve complex mechanical systems with
limited functionality, hampered by topographic and structural challenges.
All of which makes traditional lighting controls highly impractical or nearly impossible.

Dimming, occupancy sensing, daylight harvesting,
zone control – now you can enjoy the full range
of energy-saving, productivity-boosting features

The IG Series overcomes those challenges with a simple, secure and reliable 2.4 GHz

that are impractical or impossible with traditional

wi-fi mesh network that works around obstacles and across expansive layouts to

HID lighting.

connect up to 1,000 luminaires to a SimplySNAP controller.

SimplySNAP controls are factory-integrated and
rigorously tested for assured compatibility and
optimized functionality.
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Unlock the full potential of
your IG Series luminaires.
Optional SimplySNAP controls:
it’s like factory-installed teamwork.
Available code-compliant lighting controls for even the most challenging
parking garage environments.
Daylight harvesting, occupancy sensing and zone-controlled scene
staging unleash the full potential of LED lighting with deep energy savings
and code compliance.
Up to 40% additional energy savings when a connected lighting solution
is implemented, lowering total cost of ownership.
Simple, mobile-friendly and browser-based UI – no Internet connection,
costly integration, third-party hardware or software required.
Set schedules, control light levels and set event triggers for both
individual luminaires and designated areas.
DLC and Title 24 compliant with optional BMS integration via BACnet
or a REST API.
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Engineered to exceed
application expectations.
Configure the IG Series to deliver the
performance you need with zero headaches.

Every IG Series lumen level is designated in the model number for intuitive
ordering of the right performance package.

•

Utilizes WaveMax® Technology

•

Initial Delivered Lumens: 3,860 or 7,550 Lumens

•

Input Power: 33 or 60 Watts

•

Efficacy: 126 LPW

•

CRI: Minimum 80 CRI

•

CCT: 3000K, 3500K, 4000K, 5700K

•

Voltage: UL (120-277V); UH (347-480V)

rectangular or octagonal junction boxes only.

•

Weight: 10 lbs. (4.5kg)

Pendant mount includes 6" (152mm) wires out of luminaire and provides a

•

Limited Warranty*: 10 years on luminaire; 5 years on
PML, Limelight options; up to 5 years for Synapse®
accessories; 1 year on luminaire accessories

Level by level, the 4,000-lumen (4L) luminaire provides blanket coverage at
8 to 15-feet mounting heights.
Welcome visitors at the parking structure entrance with the 7,000-lumen
(7L) option — mounting heights from 15 to 30 feet.
Standard luminaire can mount to both pendant or J-box (order separately).
J-Box mounting bracket mounts directly over existing 4" (102mm) square,

splice location for mounting to 3/4" IP pendant (by others).
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* See http://creelighting.com/warranty for warranty terms.

Designed to stand out from every direction.
Features and options to speed and simplify ordering and installation.
Illumination that maximizes detail and defeats
shadows while providing low-glare comfort and
decreased LED source luminance.

J-box or pendant mounts available.

Side Light Shield (IG-SLS)
• 16ga. Aluminum construction with
clear anodized finish
• May not be used in combination
with the IG-BG accessory
• Order one shield per side as needed

Standard 10-year warranty
available on luminaire.

Robust construction
achieves IP66 rating.

Impact resistant white
polycarbonate housing
and acrylic lenses.

Optional programmable multi-level (PML) sensor
for simple selection of input power for high and
low occupancy modes via a hand-held remote.
Synapse® and Limelight by Lutron wireless controls
also available.

Bird Shroud Kit (IG-BG)
• For use only with pendant mount
• 22ga. Aluminum construction with
clear anodized finish
• May not be used in combination
with the IG-SLS accessory

Satisfy IES RP-8-18 or IES Security
Zone G-1-03 requirements.

For full product details please refer to the IG-Series specification sheet.
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