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35' ROUND TAPERED STEEL POLES

4.0" Min. – 4.5" M ax.
(101.6 mm Min. – 114.3 mm M ax.)

12.00" (304.8 mm)
Square

Suggested Bolt Projection Range
Above Fo undation Surface

if Leveling Nut Is Used

Anchor Bolts –
1" Dia.
(4 Qty.)

Steel Base

Surface to Be
Level and Flat

8.13" (206.5 mm)
Slot in Pole Base Allows for

7.78" to 8.49" (197.6 mm to 215.5 mm)

8.5" (215.9 mm)
Base Dia. Pole

Slot in Pole Base
Allows for 11.0" to 12.0"
(279.4 mm to 304.8 mm)
Diagonal Bolt Spacing –

Measured Center to Center

11.50"
(292.1 mm)

NOT TO SCALE

35’ Round Tapered Steel Poles
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215,9 mm (8,5 pulg.)
Poste diag. base

POSTES DE ACERO CÓNICO REDONDOS DE 35 PIES

292,1 mm 
(11,50 pulg.)

Postes de acero cónico redondos de 35 pies

Ranura en la base del poste
Permite el espaciado diagonal de los 

pernos de 279,4 mm a 304,8 mm 
(11 pulg. a 12 pulg.) – 

Medido de centro a centro

206,5 mm (8,13 pulg.)
La ranura en la base del poste permite 

197,6 mm a 215,5 mm (7,78 pulg. a 8,49 pulg.)

304,8 mm (12,00 pulg.) 
cuadrado

Pernos de anclaje – 
1 pulg. de diá. 

(Cant. 4)

Base de acero

La superficie debe ser 
plana y estar nivelada

101,6 mm min. – 114,3 mm máx. 
(4 pulg. min. – 4,5 pulg. máx.)

Alcance de protección sugerida 
para el perno sobre la superficie de la 

base si se usa una tuerca de nivelación

NO ESTÁ A ESCALA

Postes de acero cónico redondos de 35 pies


